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fireplace A102 antique, french, 19th century
overall dimensions  50  1/2"h  X  56  1/8"w  X  24  1/2"d
opening dimensions  42"h  X  42  1/8"w

floor Custom Antique Bourgogne 40% antique first face,
40% antique second face, 20% re-edition
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fireplace 336 Re-Edition Chalais texas walnut
overall dimensions  70  1/2"h  X  78"w  X  30"d
opening dimensions  50"h  X  54"w

floor Savigny Les Beaune aged stone collection,
random length pattern, 18" and 20" widths
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f ireplace 207 Windsor cordova cream, classic finish
overall dimensions  56"h  X  64"w  X  9"d
opening dimensions  36"h  X  42"w

floor Texas Azul texas l imestone collection, 18" X 36", honed finish
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above, left
105 Beauville tuscan giallo, classic finish
overall dimensions  54"h  X  66  1/2"w  X  12"d
opening dimensions  43"h  X  48"w

above, right
108 Chantilly texas lueders, classic finish
overall dimensions  53"h  X  66"w  X  11"d
opening dimensions  42  1/2"h  X  47  1/4"w

opposite page
fireplace 211 Louis XIII Collette texas lueders, classic finish
overall dimensions  53  1/2"h  X  60"w  X  12"d
opening dimensions  43  1/2"h  X  41  1/4"w

floor Siena Blend french pavers collection, bourdeaux pattern, chateau finish
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above, left
fireplace 205 Lauren
texas lueders, classic finish
overall dimensions  58  1/4"h  X  68"w  X  15"d
opening dimensions  42"h  X  42"w 

above, right
fireplace 221 Campagne
texas lueders, classic finish
overall dimensions  46  1/4"h  X  58"w  X  11"d
opening dimensions  37  1/2"h  X  42"w

opposite page
fireplace 113 Cambridge
texas lueders, classic finish
overall dimensions  51  3/4"h  X  64"w  X  6"d
opening dimensions  39  3/4"h  X  40"w

floor Texas Azul texas l imestone collection,
18" X 36", honed finish
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fireplace R356 re-edition, texas lueders
overall dimensions  60  1/8"h  X  75  3/8"w  X  27  1/4"d
opening dimensions  49  1/8"h  X  59"w

floor Custom Antique Bourgogne 40% antique
first face, 40% antique second face, 20% re-edition
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f ireplace 111 Stonehenge texas azul, classic finish
overall dimensions  49  3/4"h  X  66"w  X  6"d
opening dimensions  37  3/4"h  X  42"w

floor Texas Azul texas l imestone collection, 18" X 36", honed finish
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above, left
fireplace 225 Louis XIII Sans Trumeau texas lueders, classic finish
overall dimensions  54"h  X  61  1/2"w  X  16"d
opening dimensions  41  3/4"h  X  41  5/8"w

above, right
fireplace 229 Winston texas lueders, classic finish
overall dimensions  55"h  X  62  1/2"w  X  10"d
opening dimensions  38  3/4"h  X  42"w

opposite page
fireplace 215 Gijon riviera beige, classic finish
overall dimensions  52"h  X  70  1/8"w  X  12  1/2"d
opening dimensions  42  3/4"h  X  42"w

floor Siena Blend french pavers collection, bourdeaux pattern, chateau finish

wall Quadrato intaglio collection, anche, 6" X 6"

15 16



17

above, left
fireplace 309 Marseille texas lueders, classic finish
overall dimensions  49  1/4"h  X  58  1/2"w  X  11"d
opening dimensions  39"h  X  44"w

above, right
fireplace 313 Versaille texas lueders, classic finish
overall dimensions  56  3/4"h  X  66  1/2"w  X  11"d
opening dimensions  39"h  X  42"w

opposite page
fireplace 227 Louis XVI Hermes tuscan giallo, classic finish
overall dimensions  60"h  X  65"w  X  15"d
opening dimensions  46"h  X  42"w

floor Siena Blend french pavers collection,
chateau finish, bourdeaux pattern
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f ireplace R228 re-edition, texas lueders
overall dimensions  59  1/8"h  X  70"w  X  30  1/4"d
opening dimensions  47  3/4"h  X  52  1/4"w

floor Custom Antique Bourgogne 40% antique first face
40% antique second face, 20% re-edition
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fireplace 223 Louis Phillipe tuscan giallo, classic finish
overall dimensions  60"h  X  68"w  X  16"d
opening dimensions  42"h  X  41"w

floor Texas Azul texas l imestone collection, 18" X 36", honed finish
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above, left
fireplace 319 Palladion texas lueders, classic finish
overall dimensions  50  1/2"h  X  61"w  X  10"d
opening dimensions  42"h  X  47  1/2"w

above, right
fireplace 327 Chateau Bourgogne texas lueders, classic finish
overall dimensions  57"h  X  68"w  X  16  1/2"d
opening dimensions  41"h  X  41"w

opposite page
fireplace 305 Regency texas azul, classic finish
overall dimensions  48"h  X  46  1/2"w  X  14"d
opening dimensions  40  3/4"h  X  34"w

floor Texas Azul texas l imestone collection, 18" X 36", honed finish
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f ireplace 419 Monarque texas lueders, classic finish
overall dimensions  140"h  X  58  1/4"w  X  17  1/4"d
opening dimensions  44  1/2"h  X  39"w

floor Texas Azul texas l imestone collection, 18" X 36", honed finish
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above, left
fireplace 415 Re-Edition Gassin
texas lueders, classic finish
overall dimensions  120"h  X  59"w  X  12"d
opening dimensions  36"h  X  39"w 

above, right
fireplace 423 Re-Edition Regence
texas lueders, classic finish
overall dimensions  120"h  X  69"w  X  13  1/2"d
opening dimensions  40  3/4"h  X  48"w 

opposite page
fireplace 407 Louis XIV texas lueders, classic finish
overall dimensions  156"h  X  70"w  X  13"d
opening dimensions  44"h  X  48"w

floor Texas Azu l texas l imestone collection,
18" X 36", honed finish

28



f ireplace R315 re-edition, texas lueders
overall dimensions  78  3/8"h  X  99  1/8"w  X  36"d
opening dimensions  58  1/4"h  X  65  1/2"w

floor Custom Antique Bourgogne 40% antique first face,
40% antique second face, 20% re-edition
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HEARTHS
Hearths come with a standard dimension of 20" X 20". Pieces may be modified and repeated to suite your 
needs. Hearths are available with profiles in a standard 1  1/4" and 2" thickness. Please contact your design
or sales associate for more information.

FIREPLACE CLADDING
Cladding is available for fireplaces in two sizes, with thicknesses of 3/4" or 1  1/4".

Bullnose Straight BevelRadius Scotia Thumb Mold

Sample left, center and right 20" X 20" hearth sections

16" X 24" 12" X 24"
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FIREPLACES
HANDLING
Our fireplaces are hand carved from natural stones 
(l imestone, marble and travertine). They must be 
handled with care to avoid breakage or chipping 
during uncrating and installation. Due to the weight 
of some pieces, a mechanical l if ting device may be 
needed.

INSTALLATION
1.  Blocking must be put between the wall studs  
 (2" X 6" or 2" X 8" studs are recommended)  
 with  mechanical anchors used to attach the  
 stone to the blocking.
2.  Use of an adhesive is required between the  
 stone joints as well as the stone and the wall  
 (thin set, mortar, epoxy, etc.)

SEALING & GROUTING
We recommend that a grout release be used on
the stone prior to grouting. Always perform tests on 
a small inconspicuous area to determine the ease of 
application and the desired results. Sanded grouts 
are recommended (available in many colors from 
various manufacturers).

TECHNICAL ASSISTANCE
This is only intended to serve as a general guide. A knowledge of masonry is recommended and local codes may vary.
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